the transfer factory

Ultraprint

Technical Info

| \_—/“‘—4 4
Repeated washing at very high pH levels (i.e.
in excess of 11.5) will adversely affect both
C - transfer and garment. Due to the diverse nature
Appllcatlon of fabrics and textiles in the market place,
customers are advised to carry out application,
wash and any technical tests (including flame

retardant) prior to placing orders).
&?} gfj Herhaaldelijk wassen aan zeer hoge pH
waarden (b.v. hoger dan 11,5) heeft een nefaste

. invloed op zowel transfer als kleding. Omwille
HEAT PRESS 200°C/392°F 190°C/375°F Line pressure  Applied pressure van de verscheidenheid van textiel en stoffen

10 seconds 12 seconds RILED 1.5-2kg/cm? die op de markt worden aangeboden adviseren
wij onze klanten pers-, was-, en technische
(inclusief vlamvertragende) testen uit te voeren
alvorens hun bestelling te plaatsen.

Wash
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DOMESTIC INDUSTRIAL WATER<11.5  85°C/185F Temperature / Time: 200°C/392°F for10's
190°C/375°Ffori12s
Line Pressure: 5.0-6.0 bar/5.01-6.12kg/cm?
Care Applied Pressure: 1.5-2kg/cm?
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N Varies to suit platen size of heat press.

DRY CLEAN REVERSE SIDE HIGH HEAT TUMBLE DRY

Temperatuur / Persduur: 200°C/392°F gedurende 10 s

Sto rage 190°C/375°F gedurende 12 s
Lijndruk: 5,0-6,0 bar/5,01 - 6,12 kg/cm?*

@ 0 @ Toegepast druk: 1,5-2kg/cm?

"De lijndruk ingesteld op de pers is afhankelijk van diameter drukcilinder en
afmeting van de gebruikte onderste persplaat

12 MONTHS CLOSED COOL & DRY




