the transfer factory
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Technical Info

Repeated washi;g at very high pH levels (i.e.
in excess of 11.5) will adversely affect both
- - transfer and garment. Due to the diverse nature
Appllcatlon of fabrics and textiles in the market place,
customers are advised to carry out application,
wash and any technical tests (including flame
retardant) prior to placing orders).

&?} Herhaaldelijk wassen aan zeer hoge pH
waarden (b.v. hoger dan 11,5) heeft een nefaste
invloed op zowel transfer als kleding. Omwille

HEAT PRESS 207°C / 404°F 196°C / 385°F 4.5-5.5bar / van de verscheidenheid van textiel en stoffen
15 seconds 20 seconds 4'5?i;§"::'e';gu/r:mz die op de markt worden aangeboden adviseren
(TO TTOM HEAT PRESS) (TOP HEAT ONLY PRESS) WU onze klanten pers-, was-, en technische
(inclusief vlamvertragende) testen uit te voeren
alvorens hun bestelling te plaatsen.

Wash
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INDUSTRIAL WATER <11.5 80°C/175°F

For initial positioning application: Apply the emblem

to the garment for 5 to 15 seconds, depending on the
thickness of the garment.

For permanent application: Turn the garment inside out
so that the heat is applied to the underside of the emblem.
Ensure that the garment is opened out so that heat is
applied through a single layer of fabric. Then press the
emblem for the full time stated for (15-20 seconds).

Care
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DRY CLEAN REVERSE SIDE TUMBLE DRY

Temperature / Time: 207°C/404°F foris s
196°C/385°F for 20 s

Line Pressure: 4.5-5.5 bar/4.59-5.61kg/cm?

Varies to suit platen size of heat press. Turn the garment inside out so that

the heat is applied to the underside of the emblem.

Storage

[ O Temperatuur / Persduur: 207°C/404°F gedurende 15 s
) : 196°C/385°F gedurende 20 s
Toegepaste Druk: 4,5-5,5 bar/4,59-5,61kg/cm?
12 MONTHS CLOSED COOL &DRY Varieert naargelang de plaatoppervlakte van de hittepers. Keer de kleding

binnenste-buiten zodat de onderkant van het emblem wordt opgewarmd




